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arid-other ses ; GILT and SILVER Corp for PICTURRS: Fenting Strand} COPRER-ROFE LIGHESING 
CONDUCTORS ; Spinners ts Of Varn for SUBMARING TPELEGRAPHE, 


4 "427, Gray's. Fan Road, Wl 
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NEWALLS PATENT LIGHTNING CONDUCTORS. 


E xperience, accumiulated since the time of Benjamin Franklin, proves: conc lusi¥ety that a Conductor made 
of Copper, of adequate size, is the best of all appliances for the protection of every de escription of Buiktiing from the 
destructive effects of Lightning. 


© NEWALL & C0.'8 PATENT COPPER-ROPE LIGHTNING CONDUCTOR, 


As applied to all kinds.of Buildings and Shipping in all parts of the world with unvarying success, is the 
most reliable, most effective, and-cheapest conduetor offered to the public. 

it is simple i in its application, no insulators being required; and 1 -eosts only ONE SHILLING per foot for the standard 
size, whieh is whe in any storm, 


SOLE PATENTEES. OF UNTWISTED WIRE ROPE. - 


Manufacturers of Iron and Steel Ropes for Colliery and Railway Purposes. Rigging 
Ropes, Guide Ropes, &c. 


Gir AND SILVER Corp FOR HANGING PICTURES. TRON, STERIL, AND CoprEr CORD FOR CLOCK AND SASH Tings, &c, 


R. S. NEWALL & Co., LONDON, 130, STRAND, 


LIVERPOOL; 36; Waterloo Koad; GLASGOW, 68, Quay; MANUFACTORY, 
ateshead- on-Tyne. 


ZIMDARS PATENT 


PNEUMATIC 
DESPATCH TUBES, 
TUBES, 


ZIMDARS, 


1% 


IGHTNING CONDUCTORS,’ CORBIEL: & SPENCERS 
Hemp, MANIELA, and Wire Ropes: of every desctiption ; Lines, Taies: Copper, Iron, amd: Bit Conds or Sate 


: 


Hydro-£ fic 
Sulphate of Copper, 5d.tb.; di 


RUPTURES.-By Royal Letters Patent. 


WHITE'S MOC-MAIN LEVER TRUSS 


Is{allowed by upwards of five hundred 
Medical Men to be the most effective invention im the 
curative treatment of HERNIA. The use of a stee! 
spring, so hurtful in its effect, is here avoided, a soft 
bandage being worn roudd the body, while the 
requisite: resisting power is supplied by the MOC- 
MAIN PAD and PATENT LEVER, fitting with so 
much tasz. aiid closeness that it cannot be detected, 
and may be worn during sleep, À descriptive Cir- 
cular may b> had, and the Truss {which cannot fail to 
fit) forwarded by post, on the circumference of -the 
body, two inches below the hips, bang sent to the 
Manufacturer, 


Mr. JOHN WHITE, 
298, PICCADILLY, W. 

Price of @ single Truss, x6s., 215, 26s. 6d.; rs. postage 

n 


fée. Double ‘Truss 31s. 425, and 52s..6d., postage free. 
Unc hiticel Truss, 425. and y2s, 6d:, postage free. 


. Postée Orders to be made payable to Joux Wurrt, -Post- 4 


office, Piccadilly. 


NEW PATENT 


ELASTIC STOCKINGS, KNEE-CAPS, &c. 


Wor Varicose Veins, and all cases of Weakness and Swelling of 
the Legs, Sprains, &c:.. They are porous, light in texture, and 
mexpersive; and are drawn on like ab ordinary stoc King: - P ice 
from 46. 6d., 75.64, tos., ta 165, each, postage free. 


CHEST EXPANDING BRACES, FOR 
BOTH SEXES.” 


for Gestlemen they act as a substitute for the ordinary braces. 
For Children. they are invaluable, they prevent stooping and 
reserve the Symmetry of the Chest. . 
Prices for Children : 5/6, 7/6, and 10/6. Adults, x 5/6 and 21/- each. 
JOHN WHITE, Manufacturer, 225, Piccadilly, London. 


Wholesale Chemical, Electrical, and Scientitic Depot, 
181, Walworth Road, London, 8.E. 
W. K. AKHURST & Co. 


Supply every description of. Batteries complete. 
Porous Celis, Carbons, Zincs, and Fittings at trade 
prices. Galvanic, Photographic, ang Chemical Ap- 
paratus, Electric Bells, &c., &c.,on very advantageous 
terms. 
disposal should communicate with Messrs. Akhurst 
& Co.,-who will undertake the sale of such apparatus 


on commission, and will also advise in the Purchase, 


Sale, Exchange, or Hire of the same. 


Chemicals for Electrical and Photographic pur- 


oses cheaper than any other house in the trade, 


; “Ss for complete list-of which inclose one Stamp. 


ud. 1b..by Carboy (sp. gr. 1850), 2d. tb; by Winch, 


uart. | 
| (ap. et. 1360), 7d..1b. Ditto (sp. gr. r'420), Od. 
Cyanide Potassium, 15. 6d. Ditto for Gold, 
Ammonia Alcoriite (Sal Amimoniac), 8d: lb. 
Manganese Dioxyde (granülar for E tteries), sd, Ib. | 
‘Methylated. Spirit, 60 op., 45. Od. on. -67.0pi, 55: 
| Acid (warranted solid so°), rs #fod, solid 40", 
ts. 
(English), 104.07, : Foreign, ditto, 25.44: oz. 
ufoy’s strength), 6d. tb. ; 405. Cwt. 
tte, commercial, 30. tb. ; 325. cwt. 
, percwt., 159. 


Acetic Acid. 


Ditto, second quality, commerc 


a 


Gore, LL 


Those having second-hand apparatus for : 


large reduction and special quotations for quantitiesin bulk, 


THE BIRKBECK BUILDING. SOCIETY'S ANNUAL 
| RECEIPTS EXCEZD FOUR MILLIONS, 


HOW TO PURCHASE A HOUSE FOR TWO 
GUINEAS PER MONTH, 


With Immediate Possession and no Rent to pay.—Apply at the 
Offick. of the BrRERECK Burcpine Socrety, 29 & 30, Southampton 
Buildings, Chancery Lane. 


HOW TO PURCHASE A PLOT: OF LAND: FOR 


FIVE SHILLINGS PER MONTH, + 


With Immediate Possession, either for Building or Gardening pur- 
ses —Apply at the Office of the. Birkteck Freenotd Land 
SoctkTY, 29 and 30, Southampton Buildings, Chancery Lane. 


HOW TO INVEST MONEY WITH 
SAFETY. 


Anply at the Office of the Birreveck BANK, 29 & 30, Southampton 
Buildings, Chanvery Lane, All sums under £s0 repayable upon 
demand: 

Carrent Accounts opened with Persons properly introduced, and 
Interest allowed of the minimum monthly balances. English and 


+ Foreign Stocks and Shares purchased and sold, and Advances made 


thereon. 

Office hours from.10 to 43 except on Saturdays, when the Bank 
closes at 2 o'clock: . On the Bank is open until 9 
in the Evening. | 
A Pamphlet, with fall particniars, may be had on application, 


FRANCIS RAVENECROFT, Manager. 


TEXT-BOOKS OF SCIENCE. 
in small Svo, with 56 Diagrams and Figures, price 6s. 
THE ART OF ELECTRO-METALLURGY, 
inshuding all known Processes of By 
D. (Forming one of Messrs. LONGMANS 
Co.’s Series of Zext-Books of Sctence, Mechanical and Physical, 
edited by C. W.. Mrkxiriztp, F.R.5.) | 
‘London : LONGMANS & CO. 


THE PATENT 


HAND-PRINTING ROLLERS 


Are used for the instantaneous Printing on Paper, Boxes, 
Sacks, &c., and on all Materials for Addresses,” Trade 
Marks, Notices, &c., and will be found invaluable to all in 
No. r Roller with Band ain. wide by 4 in. dong, 128. 6d. 

0 in, 108: 00. © 
3 4 LE 


ass. od. 


8 ims. » 
425. 0d. 


10 - 


The sizeof the Type for each Bañd.is regulated by the matter 
required to-be printed. 

f Monograms, Trade Marks, Coats of Arms, Ovals, &c. are 

used, the will be charged for extra, unless accompanying the 


The Roller is so-simple that a child can use it. | 
Black Ink, is, per. bottle (specially pre ured), can be obtained at 
the Office, or from appointed Agents. Co ouring and Marking Inks 


extra. | 
QU a little Ink on any plain surface, and well saturate the small 
oller, 
Any number of Bands may be had, varying from 4s. to_ 10s. each. 
Carriage Free to any part of London. . Cheques to be cross 
“Union Bank. of London.”  Post-Office Orders payable at Lom-~ 
bard Street, E.C. 
Any sized Roller can be made-on receiving full particulars 


5, A GALH & Go. 
| Manufacturers and Patentcésofihe 4 
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TO INVENTORS. 


Messrs. Brewer & Jensen, British, Foreign, 
and Colonial Patent Agents, give prompt personal attention 
6 atents, 33, Chancery 


to all matters entrusted to them. 
Lane, W.C. Established 1844. 


ffice for 


PATENTS FOR INVENTIONS. 


OBERTSON, Broman, & Co., (established 5 
ears) continue to obtain Patents for Inventions. Pamph 
containing special advice, gratis or by post. 


London. 


166, Fleet Street, 


H M. Capner, Manufacturer of Electrical- 
* Galvanic and Philosophical HT: of every description.— 


20, Northampton Square, Clerkenwel 
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Adelaide— South Australia. 
Brisbane —Queensland. 


REVILLE’S AUSTRALIAN TELEGRAM 


Company. London offices, 94, New Broad Street, City, E.C. 
AUSTRALIAN OFFICES : 

Melbourne—Greville’s Exchange, Collins’ Street. 

Sydney—Greville’s Commercial Room, George Street. 


MINERALS, FOSSILS, ROCKS, SHELLS, &c. 


Named Collections at One Guinea each series ; Minerals, Earthy 
and Metalliferous, 80 specimens, 21s. ; Fossils from all the principal 
formations, 80 species, 21s.; Rocks, Sedimentary, Metamorphic, 
and Igneous, 100 specimens, 21s. ; British Shells, 60 species, 215, ; 
Foreign Shells, 60 species, illustrating 30 genera, 21s.; Bri 
Crustacea, 16 well-preserved examples, 215. 


O 
et, Microscopical Preparations of every description. 


THOMAS D. RUSSELL, 
48, ESSEX STREET, STRAND, LONDON, W.C. 


Catalogues Free. Specimens sent for Selection. 


HENSON, 


MINERALOGIST &c. 
142, Strand, London. 


This Company receives and despatches messages for any post of ON View, for a short time, a Matchless Grou 


A1 tralia at the lowest rates. For particulars apply to the 
Director, at the above address, 9a, New Broad Street, London, E.C. 


naging 


TOWNSON 


MERC Ei Fe 


(LATE JACKSON & Townson), 
OLESALE AND Export DEALERS and Mawv- 
FACTURERS of CHEMICALS AND SCIENTIFIC 


of 100 PIYCHODUS TEETH, found in the great chalk sli 
near Dover. Also, Collections of choice MINERALS, ROCKS, 
and FOSSILS, illustrating the best systematic and Geological 
Works ; in Mahogany Cases, from 1os. up to £10, 

Catalogues sent on application. 


APPARATUS, graduated Instruments, Pure Chemicals, &c., for (;EOLO GY.—Elementary Collections, to illus-- 


Analysis and the general Laboratory Use of Manufacturers, Mines, 
Universities, Schools, &c., 89, Bishopsgate Street Within, London. 
Sole Agents for Prof. Wanklyn’s Test Solutions for Water Analysis. 
Illustrated Catalogues post-free on receipt of three stamps. 


BLOCK TELEGRAPHS AND ELECTRIC 


INTERLOCKING SIGNALS. 
TYER & COMPANY 


Respectfully invite the attention of Railway Directors, Managers, 
and Engineers to their important improvements in “Block” 
Telegraphs, especially to their new system (Patent 1874, in con- 
ction with Messrs. SAXBY & FARMER), ins 
Captain TyLEr, on behalf of the Board of ‘I'rade. By the use 
of this appliance, a signalman who receives a telegraphic indication 
of a line blocked from the signalman in advanse, cannot possibly 

ve a contrary signal upon the outside semaphuie tv the engine- 


river, 


“‘Such is the latest development of railway signalling, which is 
worthy of careful attention, constituting, as it does, a marked 
advance upon the ordinary block system.”—7he Times. 

Office and Works—4, OLD STREET, GOSWELL Roap, LONDON. 


trate the new edition of Lyell’s ‘‘Students’ Elements of 
Geology,” and facilitate the important study of this science, can 
be had at 2, 5, 10, 20, 50, to 1,000 guineas. Also single Specimens 
of Rocks, Minerals, Fossils, and recent Shells. Geological Maps, 
Hammers, all the recent publications, &c., of J. TENNANT, Miner- 
alogist to her Majesty, 149, Strand, London. 
Practical instruction is 
fessor TENNANT, F.R.G. 


one in Geology and Mineralogy by Pro- 
.» at his residence, 149, Strand, W.C. 


cted and improved 


GEORGE BOOR & CO., 


Messrs, H. A. HARBOROW & H. SPAGNOLETTI, 


ELECTRIC TELEGRAPH ENGINEERS, 
CONTRACTORS AND MANUFACTURERS, 
4, Circus Street, Marylebone, W. 


Makers of Block Instruments, Single and Double Needle Instru- 
ments, Coils for same with Induced Needles, Lines constructed 
and maintained. Batteries of every description. Electric - Bells, 
Indicators, Thief and Fire Alarms for private houses, banks, hotels, 
warehouses, &c., &c. Lightning Conductors. All kinds of Electrical 
Mining Apparatus. H. and 
especially adapted for mines. Models made. Experiments carried 
out.—4, Circus Street, Marylebone, London, W. 


H, S. drawattention to their Bells, &c. 


Merchants and Chemical Agents, TELEGRAPH CONTRACTORS: (Home or 


55, BISHOPSGATE STREET Without, 
à AND 112, ARTILLERY LANE, CITY. 
Specialties : Phosphorus, Chlorate of Potash, Sulphate of Copper, 
Sal-Ammoniac, Acids of all kinds, Pyrotechnic Chemicals of every 
description, Quality— pure only, at the lowest cash prices. 


Work. at 


Forei can be su 
M. M. FOX 
FACTORY, 54, COMPTON STREET, CLERKENWELL, E.C. Single 
and Double Needle Instrument Cases, Disc Cases, Morse Boards, 
and Bell Cases always in Stock. Teak Cases for Station Clocks 
made to order. Tenders given. ; 


uP lied with every description of Cabinet 


OFT’S TELEGRAPH CASE MANU- 


| 
: 
À 
| 
| 
4 
| 
| 
à AND | 
| | 
| 
: 
| 
| 
122 | 
| 
| 
| 
| 
| 
| 
# © 


iv THE TELEGRAPHIC JOURNAL. [JUNE 1, 1877. 


Nearly ready, in one large volume, 8vo, containing upwards of 900 pages, and about 600 Cuts and Diagrams, price 18s, 


ELECTRICITY AND THE ELECTRIC TELEGRAPH, 


BY GEORGE B. PRESCOTT, 


Containing among many other special features a full history and description of the Duplex and Quadruplex systems, the 

Telephonic and Electro-Harmonic systems, Printing Telegraph Instruments of all kinds, the Automatic Telegraph 

systems, Pneumatic Tube, and the Discoveries, Inventions, and Applications of Electricity and the Telegraphic Art brought 
| down to the rst of January, 1877. 


LONDON: E. & F. N. SPON, 48, CHARING CROSS. 


EXCHANGE TELEGRAPH COMPANY, LIMITED. 


{Incorporated 1872, 
Under the Companies Acts, and a special licence from Her Majesty’s Postmaster-General.) 


Capital £225,000. 
HEAD OFFICES, 17 AND 18, CORNHILL, LONDON, E.C, 


This Company is now establishing branch offices or call stations throughout the metropolis and suburbs for the due 


administration of its 
| TELEGRAPHIC CALL SYSTEM, 
by the aid of which subscribers may be enabled at any hour of the 


DAY OR NIGHT 


TO CALL A 


MESSENGER, CAB, OR POLICEMAN, 


AND GIVE THE 


ALARM OF FIRE, 


while many other ‘‘ Calls’’ indicating the wants of a private house, chambers, office, or place of business of any kind may 
be arranged for, al! such being made in the same uniform manner by the pressure of a button on a small automatic 
instrument, placed as most convenient, and telegraphically connected with the nearest ‘‘ Call Station’’ of the Company, 
which in no case will be distant from the subscriber more than a quarter of a mile or three minutes’ time ; these instruments 
occupy but a few inches of space, are not liable to get out of order, require no local batteries or winding up, and no know- 


ledge whatever of telegraphy to work them. 
CALL STATIONS : 


will be established wherever a demand for them may arise ; they will be provided with a permanent staff of operators and 
messengers, whose duty it will be to receive and attend to ‘“‘Calls.’’ A policeman will be found there, and an expert with 
a hand-pump or extincteur ready to act on the first alarm of fire, and each station will be in telegraphic communication 


with the nearest 
POLICE AND FIRE BRIGADE STATIONS, 


thus enhancing the public value of the system by the increased security which will be rendered to life and property. 
e system has been in operation in the United States for some years past, having been initiated and established by 
the American District Telegraph Company to meet a great public want, and where its practical advantages have become 


so fully recognised and appreciated that it is being rapidly adopted throughout the States ; in New York, where it originated, 
and some thousands of instruments are at work, it is considered indispensable as 


THE HOME TELEGRAPH. 


A PROTECTION TO LIFE AND PROPERTY, A CONVENIENCE IN DOMESTIC LIFE, AND AN 
ADJUNCT TO BUSINESS. 


DAY SERVICES, 


chiefly for the purpose of utilising the Messenger Service, will be established in business localities. 


TERMS FOR A SINGLE INSTRUMENT : 
Day and Night Service ... .… 5 Guineas per annum. Day Service ... ... 4 Guineas per annum. 
Extra Instruments at a reduction, 


Instruments placed and connected with the nearest Call Station of the Company, and kept in working order free of all , 
charge to subscribers. 


Messengers, when employed, Sixpence to Eightpence per hour. 
Automatic Fire and Burglar Alarms fitted in conjunction with the Call System. 


For further particulars apply to the SECRETARY at the above address. 


| 
| 
| 
| 


JUNE 1, 1877.] 


THE TELEGRAPHIC JOURNAL. 121 


THE TELEGRAPHIC JOURNAL. 
Voz V.—No. 104. 


THE ELECTRIC LIGHT. 


ALTHOUGH the possibility of employing the electric 
light for illuminating purposes is by no means a 
suggestion of recent date, yet it must strike those 
who have watched or investigated the progress of 
electrical science in this direction that very little 
real way has been made towards rendering electricity 
a really useful and practical agent for the produc- 
tion of light. It is not that considerable ingenuity 
has not been exercised in the various attempts made 
to clear away the difficulties which blocked the way, 
but simply that these difficulties have not been sur- 
mounted. | 

The production of light by means of the electric 
current has been attempted in several ways. Some 
years ago a company was formed for working a 
process in which water was decomposed by the 
electric current, the gases so obtained being rendered 
in some way non-explosive and illuminating by 
being passed through a hydro-carbon compound. 
The current for decomposing the water was obtained 
by means of a magneto-electric machine. Such a 
process, although it was said to produce illuminating 
gas at a very small cost, could hardly be an economi- 
cal way of utilising the electric current, and the 
scheme fell to the ground, and since that time but 
few attempts have been made in this direction, the 
direct utilisation of the current in the form of a 
spark between two electrodes promising more like- 
lihood of success. 

The first difficulty which stood in the way was no 
doubt the absence of an efficient source of electric 
power ; the galvanic battery did not promise to be 
at all an economical generator to employ, though 
for certain purposes, such as the production of light 
for lectures or theatrical effects, it answered well 
enough ; but now the dynamo-electric machine has 
attained such a thoroughly practical shape, that 


difficulty may be said to have ceased to exist. The, 


only points that remained then to be thoroughly 
worked out have been the form of lamp and also the 
way in which several lights could be obtained from 
one source of power, each one being independent of 
the other. | 

Considerable ingenuity has been spent in the 
numerous endeavours to produce a practical and 
efficient form of lamp ; but although lamps have 
been produced which have answered the purpose of 


allowing a steady light to be obtained, they have not 
been such as could come into universal use, sup- 
posing the electric current was laid on in the way 
gas is at present. In all cases they have been 
worked by mechanism, which was an objectionable 
feature. 

is a curious fact, which at the present time 
must be strikingly evident, that all ingenuity has 
been directed in one groove; the problem which it 
has been attempted to solve has been that of 
enabling two carbon rods, placed in the same 
straight line, with pointed ends close to one another, 
to preserve the same, or nearly the same, distance 
apart, whilst they consume under the action of the 
current. No attempt has been made until quite 
recently to produce the light between two electrodes 
except in the manner described ; why this has been 
the case it is difficult to say, but the failure to devise 
a practical form of lamp up to the present time 
undoubtedly lies in this undeviating course which 
has been pursued. 

To M. Jablochkoff undoubtedly belongs the credit 
of having boldly struck out in an entirely new 
direction, and the success which has attended his 
efforts has been the reward of his so doing, and isan 
example to those who persistently follow in the 
footsteps of others instead of taking a distinct line of 
their own. 

The inventions of M. Jablochkoff have been 
prominently brought before the English electrical 
world by Mr. Langdon, the acting secretary of the 
Society of Telegraph Engineers, in a paper read by 
him at the last meeting of the society. The paper 
was an extra one, but the importance of the subject 
amply justified Mr. Langdon in not deferring it 
till after the recess. 

The difficulties which M. Jablochkoff has over- 
come, viz., the invention of a simple form of lamp 
and the method of working several lamps indepen- 
dently on one circuit, so that an accident to, or the 
extinction of, one lamp might unaffect the others, 
have really been the chief obstacles in the way, and 


now that they are overcome, comparatively little 


stands in the way of an extended adoption of the 
electric light. 

It has almost invariably been the practice, when a 
new invention is brought forward which possesses 
striking points of novelty, to prognosticate a splendid 
future for it, and the revolutionising of the existent 
means of producing that which the new invention 
promises to do in a far better manner. Without going 
so far as this, it is not prophesying too much to say 
that, with proper management and in proper hands, 
the invention of M. Jablochkoff will go very far 
towards proving the entire practicability of the 
electric light for general lighting purposes ; indeed 


| 
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its adoption by more than one French firm in their | 


workshops has already proved this. That it will 
supersede gas eventually we can hardly believe ; but 
that it will come into common use is quite possible, 
in which case a vast opening is given for a new 
form of industry, and we shall no doubt have as 
much to do with electric light fitters and engineers 
as with gasfitters and gas engineers. 

As regards cost, there is said to be, and no doubt 
is, a Saving of 50 per cent. over the cost of illumina- 
tion by ordinary coal gas. This is a large saving, 
but it is a question well worth consideration—Can- 
not the cost of ordinary gas be practically reduced 
by increasing its illuminating power? Is not 
illumination by electricity after all an indirect way 
of obtaining light ? Coal is burnt to produce motive 
power, which in turn produces electricity, which is 
the agent for the production of the light; there is 
surely a loss in a process like this. That the electric 
light is cheaper than coal gas in spite of this loss 
there is no doubt, but that there is such a loss is 
also equally certain; and although the electric light 
may for a time be a dangerous rival to gas, it in turn 


must give way to the latter as chemical knowledge 


progresses. 


SYSTEM OF INSULATOR AND SHACKLE 


TESTING EMPLOYED IN THE TELE- 


GRAPH DEPARTMENT, JAPAN. 


By J. RYMER-IONES, late Electrician for the Imperial Govern- 
ment Telegraphs of Japan, 


PREVIOUS to February 1874 many of the insulators 
in use in Japan were of brown earthenware ; others 
of a much lighter coloured clay had a light-green 
glaze, and were possibly intended for porcelain ; but 
both clays were of exceedingly porous material, and 
more akin to conductors than insulators, as will be 
seen from the following results of a few tested :— 


1. Greenish-white insulator = 757,062) Tested by a 
2. ” ” ” = 875,817 Thomson 
1. Brownearthenware ,, = 4,190,000 > ‘eflecting 
2 galvano- 

. ” ” ” — 76,571 À meter and x 
3. ” ” ” = 114,530 cell. 


With such so-called insulators it is unnecessary 
to say that the insulation of the lines was exceed- 
ingly defective, and on the introduction of the 
present system of testing, these, together with other 
white porcelain insulators and shackles which had 
been put on to the lines without being tested, were 
taken down and replaced by others which had been 
subjected to a severe electrical test. 

No insulators are now imported as of late years, 
but all are manufactured by native merchants, and 
their quality is in most cases excellent. The clay is 
generally white, fine-grained, compact, thoroughly 
vitrified throughout the whole substance, and the 
glaze hard, even, and, so far as can be judged from 
appearance, likely to be durable. The clay, how- 


19 to 24 hours. 


ever, varies considerably from time to time, and a 
porous, soft clay is sometimes substituted, contain- 
ing, not unfrequently, a large amount of discolora- 
tion, apparently due to the presence of oxide of 
iron, and often discernible through the glaze in the 
form of brown blotches. This brown impurity con- 
ducts well, and invariably renders insulators worth- 
less. Others again have a crack running round 
that part of the cup where the bell portion joins the 
head (fig. 1, @ a). This crack, in some cases, 


FIG. I. 


penetrates nearly the whole way through, and is 
easily detected by the eye, a slight blow being 
sufficient to separate the two portions; while in 
other cases the crack enters but a short distance 
into the body, and is only to be detected by testing. 
This crack, it would appear, arises from the unequal 
contraction by heat, during manufacture, of the thin 
and thick portions of the cup from an insufficiency 
of silica in the’ clay. The form of insulator is that 
known by the specific term “ invert,” and is a single 
cup (fig. 1), the bolts being fixed with a cement 
composed of sulphur and pumice-stone; and I 
cannot learn that insulators have suffered from the 
expansion of the sulphur. 

The following is a somewhat detailed description 
of the system of testing. Insulators to be tested on 
the following day are thoroughly washed in hot 
water to remove any grease that may exist.on their 
surfaces, and are then allowed to soak in acidulated 
water all night—the time of soaking varying from 
The testing trough has an internal 
coating of sheet-lead, and is fitted with a light 
framework of wood, provided with circular holes, 
into which the insulators may be conveniently 
placed for testing. One pole of a battery of 200 
cells (Daniell), well insulated, is permanently con- 
nected with the lead coating of the trough, and, 
when testing, another wire connected with the 
testing apparatus is dipped into each insulator in 
succession. 

The wires leading from the testing-room to the 
battery and trough rooms are lengths of cable 
core, suspended for the most part freely in air, or by 
tarred tape, so as to reduce the leakage to a 
minimum, and pass through the centres of shackles 
fitted into the wall, the shackles being always kept 
clean and dry. The testing table is of solid brick- 
work, with a wooden top, and is quite detached 
from the floor. On it are the necessary instru- 
ments for measuring the electro-motive force of the 
battery and the constant of the galvanometer. 

The latter instrument is a Thomson reflecting 
galvanometer, especially adapted for measuring high 
insulation resistances, the coils having a total 
resistance of 20,000 ohms. The utmost possible 
care is taxen to secure good insulation where 
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necessary. The galvanometer stands on a large 
sheet of ebonite, supported underneath by two 
blocks of wood, the latter being also insulated from 
the table by small pieces of ebonite. Every other 
part of the apparatus, including condenser, resist- 
ance coils, reverser, keys, and terminals, is 
additionally insulated, and every morning, before 


taking the daily tests, a hot flat-iron wrapped in a 


dry cloth is passed over the sheets of ebonite, 
while the smaller pieces and the insulators on which 
the testing trough and battery stand are thoroughly 
dried with hot cloths, after which the leakage from 
the leads, if any, is recorded, and the daily tests 
taken. 

When adjusted to its maximum degree of 
sensibility the galvanometer was, with 200 cells, 
capable of measuring 17,000,000 megohms, but for 
ordinary work. this sensibility is considerably 
reduced, so that a deflection of 1° represents a 
resistance of 2,000,000 megohms (approximate). 

The standard resistance for each cup or shackle 
is fixed at 40,000 megohms, a resistance con- 
siderably below the average, but sufficiently high 
to insure the material being of good quality, 
while at the same time the deflection is large 
enough to allow of rapid testing, since, in conse- 
quence of the crucial character of the test, even 
when the utmost care is taken to dry the edges of 
the insulators, more or less moisture, varying with 
the hygrometric state of the atmosphere, accumu- 
lates on the edges. Indeed, this is so much felt 
in the rainy season that it is necessary to test as 
soon as the insulators are ready, and a smaller 
number at one time, otherwise, from the excessive 
accumulation of moisture, the limit of deflection 
is very soon exceeded ; but on drying the edges a 
second time and testing immediately afterwards 
many of them are found to be good. 

Although it is absolutely necessary to fix upon a 
standard and rigidly adhere to it, there is little diffi- 
culty in recognising the difference between conduc- 
tion through the body and leakage over the surface 
of an insulator when testing, unless the air is highly 
charged with moisture and a long interval allowed 
to elapse between the drying and testing, since, 
should the clay be in the least degree defective, the. 
deflection on the galvanometer is very much 
greater in the former than in the latter case. It 
was the ‘habit of the writer to keep daily records of 
the dry and wet bulb thermometer, and also of the 
temperature of the water in the testing trough, 
since by this means it was easy to see whether the 
weather was favourable for insulator testing or not. 
It is evident that the drier the air the less is the 
moisture deposited on the edges; but as there are 
several troughs in the room there is always some 
moisture in the air. The temperature of the water 
in the testing. trough, moreover, is lowered during 
the night, and is generally lower than-the surrounding 
air when testing ; consequently, when insulators are 
immersed in the water, they soon take the same 
temperature, and their cold edges increase the 
condensation. This condensation is reduced to a 
minimum by raising the temperature of the testing 
trough to the same temperature as the air by pour- 
ing in a little hot water before beginning the daily 
testing. When there is a large difference between 
the dry and wet bulb for ordinary testing this pre- 
Caution is unnecessary, but in very rainy weather, 
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or when very exact measurements are required, it 
will be found useful. 

The mode of preparing insulators for testing 
differs from that usually adopted, the edges being 
thoroughly dried by hot cloths. By this means, not 
to mention the saving of grease, paraffine, or tur- 
pentine, and the difficulty of removing the same 
after testing, the disadvantages of any such sub- 
stances coming in contact with that portion of the 
insulator immersed in water, either from want of 


‘ care in the application or from the surface of the 


water becoming covered with a film of the same, 
and thus artificially increasing the insulating 
properties of the material, are avoided. The system 
of drying has been found to answer well in all 
weathers when proper precautions are taken, and is. 
as follows :— 

A large square stove, 4 ft. long x 3 ft. broad x 
2 ft. 10 in. high (figs. 2 and 3), constructed of thin 
sheet-iron, and strengthened by angle iron, is 
provided in front with two folding-doors reaching 


Fic. 2. 


from the top to within 10 in. of the ground. Inside 
the stove, and on a level with the bottom of these 
doors, is a tray of sheet-iron, strengthened below 
by- lengths of T iron, and supported by iron 
ledges on either side. The stove is thus divided 
into an upper and lower compartment, 2 ft. and Io in, 
deep respectively, separated by the tray. Holes 
are cut in the sheet-iron of the tray, and over 


these are placed “hibachi,” or Japanese charcoal 


fires, very much resembling large square earthen- 
ware crucibles, with a hole in the bottom, covered 
over with a small grating to prevent the charcoal 
from falling out. Below the tray are four venti- 
lators, two on either side, and a chimney behind 
carries off all the carbonic acid from the upper 
compartment into the air outside. By opening one 
or more af these yentilators, a yarying quantity of 
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air enters the lower compartment, and passes 
directly through the fires placed over the holes in 
the tray. If necessary, the fires can be made to 
burn brightly in a few minutes by opening all the 
ventilators and closing the folding-doors in front, 
or, on the other hand, should the stove become too 
hot, the closing of the ventilators acts as a damper 
on the fires, and by opening the doors in front a 
cool draught of air carries the heated air up the 
chimney, and thus quickly reduces the temperature 
of the stove. By opening and closing a ventilator, 
however, now and then, the heat can be regulated 
at will When the fires are lew the tray is 
drawn out in order to put more charcoal on, and 
as the iron retains its heat for some time no delay 
is caused in the drying. 

The drying cloths are spread over the top, and 
hang down the sides of the stove, and are always 
hot and ready for drying the edges of the insula- 
tors. The cups and shackles are only taken out 
of the soaking troughs immediately before drying, 
and are then held by a moist cloth so as to pre- 
vent the surfaces becoming dry or greasy by being 
held in the hand. When dried the insulators are 
placed in a rack made to hold twenty, which 
number should always be kept ready. One assist- 
ant places these insulators into the testing trough, 
so that the water reaches within half-an-inch of the 
edge outside, while a second, by means of a water- 
ing-can with a long tapering spout, pours acidu- 
lated water inside each cup to the same height. 

When a suitable number of insulators are ready, 
the testing is proceeded with, each insulator being 
tested separately, by dipping the leading wire from 
the testing apparatus into each in succession. With 
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eight Japanese employed in drying the edges, the 
author has, by this system, tested 300 in an hour 
and a half, or 100 in thirty minutes. 

The day’s testing ended, the good insulators are 
washed to get rid of any acid which may remain 
on their surfaces, and afterwards the sulphur and 
top of the cavity (0 0, fig. 1), where the bolt enters 
the insulator, is painted with a reddish-orange 
oil paint, and without this distinguishing mark no 
insulator is sent out from the store department. 
An additional advantage in the marking exists in the 
fact that the bright colour is easily seen by the 
superintendent when inspecting the lines. 

Shackle testing —The importance of shackle testing 
must appear evident when we consider how largely 
this form of insulator is employed in telegraph con- 
struction, and especially in towns; but in conse- 
quence of the awkward. form the author had 
considerable difficulty in devising a satisfactory plan 
of testing, and at length determined to try the effect 
of vulcanised india-rubber plugs, and was rewarded 
by finding this simple expedient a complete success. 


From a sheet of vulcanised india-rubber about an 
inch thick, plugs in the form of corks are cut, rather 
larger than the holes in the shackles, by means of 
cork-borers and alcohol. 

After drying one end of the bolt-hole thoroughly 
with hot cloths, a hot india-rubber plug P (fig. 4) 
is tightly screwed into it, to a distance of half-an- 
inch or more. The other end is then carefully 
dried both inside and out, and the shackle placed in 
the testing trough, plug downwards, so that the 
water reaches within about half-an-inch of the top 
on the outside, and with the tin-can acidulated 
water is poured inside to the same height. In 
other words, as soon as the plug is screwed in, the 
shackle is tested precisely as a cup. This method 
was employed by the author for two years, and 
found to be all that could be desired. 

The leakage through the plugs, when the latter 
had been thoroughly warmed, was not perceptible 
on the galvanometer. 

The portion of the shackle from 0 0 to CC is 
clearly the most important part to be tested, since, 
should the clay be conducting, the greatest facility 
for conduction is through the thinnest portion where 
the wire encircles the shackle; and as the whole 
shackle is made of the same clay, should cc,00 
test well, the remainder may, with tolerable certainty, 
be assumed to be good likewise. 

That some test was requisite may be judged from 
the fact that the author has found that the percent- 
age of bad shackles on the whole exceeded the 
percentage of defective cups, and, in consequence of 
the varying quality of clay used, the percentage of 
rejected insulator cups and shackles has sometimes 
been exceedingly high. 

About thirty or forty plugs are sufficient for the 
testing, and these are placed in a thin wooden 
box, with a perforated bottom, or in a small shallow 
basket, and are covered over with a-cloth to keep in 
the heat. The box or basket stands at the back of 
the stove, care being taken that the heat is not 
strong enough to injure the india-rubber. 

The resistance of some of the white porcelain 
insulator cups and shackles, when more than usual 
care was taken in drying, amounted to 3,000,000 
megs. after one minute’s electrification ; in fact, 
this resistance appears to represent the degree to 
which the edges had been dried, rather than the true 
resistance of the material. 

In order to test the body as severely as possible, 
the glaze was ground off the heads of several cups 
previous to soaking and testing, but this made no 
appreciable difference in the resistance obtained. 


THE ELECTRIC LIGHTING AT THE LA 


CHAPELLE GOODS STATION OF THE 
NORTHERN RAILWAY COMPANY, PARIS. 


IN consequence of experiments made in 1876 
at the Paris Passenger Station of the Northern 
Railway Company, it was decided that the best 
place to apply the electric light was at the goods 
department of the station named, where work was 
carried on during the whole night long. 

As a general rule, the saving effected in the 
establishment of a system of lighting is the greater 
the longer the lighting is employed each night. It 
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was under these favourable conditions that the rail- 
way companies wished to place themselves. 

The plan originally resolved upon was slightl 
modified, in consequence of the care taken to profit 
by any favourable circumstances which presented 
themselves. In fact, the following was the course 
adopted :— 

There were lighted, 

ist. A hall of 70 metres long by 25 metres wide, 
and 8 metres high. 

2nd. A hall 70 metres long by 15 metres wide, 
and 8 metres high. 

3rd. À yard 20 metres square, which separated 
the hall from the cart-shed. 

The hall is lighted by two lamps placed over one 
of the diagonals, and consequently in an unsymme- 
trical, but very favourable, manner. The lights are 
4} metres from the ground, in large square lanterns. 
The glass of these lanterns is painted white inside, 
and up to such a level that at no part of the hall 


can the voltaic arc be perceived. The upper part | 


of the glass of the lantern was left in its natural 
condition, and the bottom is left unglazed; the 
consequence being that the rays of light shine on 
the ceiling and walls of the hall, which have been 
lime-whitened, and reflect a light soft and very 
uniformly spread. 

* The lighting of this hall was the principal object 
in view ; it is very abundant, and that is necessary, 
because there are numerous small parcels amongst 
the large ones, whose labels it is necessary to be 
able to read and register upon the arrival and 
unloading of the packages at different parts of the 
hall. One can see well everywhere, even in the 
most distant corners of the space in question, as 
well as in the little passages between the heaps of 
bales, and in spite of the shadows cast. One can 
see even sufficiently in the bottoms of the waggons 
which are being loaded or unlaaded. 


The following passage is extracted from a docu- 


ment which has been kindly lent with the authority 
of M. Sartiaux, the engineer of the works :— 

“The lighting has been in daily operation for 
fifteen hours and a half, on an average, from 
January 17, 1877, The magnificent light spread in 
the halls allows work to be done with the utmost 
facility, the saving of labour effected thereby being 
estimated at 25 per cent. 

“Each foreman does not require to carry a 
lantern in his hand to look for the packages, decipher 
the addresses, or seal the labels ; the work, in fact, 
is done as easily as it could be done in the broad 
daylight. 

“Two halls are found to be sufficient for carrying 
on the work where formerly three were necessary. 
Beyond all these direct results, the electric lighting 
has given indirectly the following advantages, which 
diminish the indemnities paid by the companies : 
It diminishes the mistakes of direction, and the 
delays consequent thereon; the damage done in 
loading. . . It prevents various kinds of 
frauds to the senders of the goods, and, in fact, it 
facilitates surveillance, it diminishes thefts.” 

The second hall is lighted by a single lamp, and 
this is sufficient, because large bales only are dealt 
with here ; the lantern is like those in the first hall. 
The lime-whitening has been experimentally proved 
to be necessary here as-in the other building. 

The yard is lighted above by the lamp belonging 


to the second hall, which is entirely open on the 
long sides, the light from the first hall also shines in 
when the doors are open. In fine the lighting is 
as good as in the streets of Paris.—/ontaine's 
“ Lighting by Electricity.” 


DISTRIBUTION OF THE RADICALS OF 
ELECTROLYTES UPON AN INSULATED 
METALLIC CONDUCTOR.* 

By ALFRED TRIBE, Lecturer on Chemistry in Dulwich College. 


AMONG other facts demonstrated in my communi- 
cation to the Royal Society in January 1876 (Proc. 
Roy. Soc. vol. xxiv. p. 308), it was shown that a 
rigid conductor, when placed lengthwise between 
the electrodes in a fluid, in the act of electrolysis, 
becomes, with sufficient battery-power, endowed 
with the power of doing chemical work similar in 
kind to the battery-electrodes themselves. This 
phenomenon, it was contended, was explicable on 
the view which regards an electrolyte as a di- 
electric, with the additional function of being 
capable of mutually exchanging its constituents in 
the act of depolarisation—a conception which in- 
duced the quantitative experiments detailed below. 


DISTRIBUTION OF THE POSITIVE RADICAL ON THE 
END OF AN INSULATED STRIP OF METAL FACING 
THE POSITIVE ELECTRODE. 


For these experiments a 5 per cent. solution ot 
copper sulphate was employed, and a glass trough 
30 centimetres long by 13 centimetres broad and 
12 centimetres deep. In each experiment a strip of 
silver plate about the thickness of writing-paper was 
placed lengthwise, midway between the electrodes, 
and allowed to remain immersed in the electrolysing 
fluid for one hour, the battery power being § cells 
of Grove. In experiments I and Ia the strips were 
similar, being 1 decimetre long and I centimetre 
wide. In experiment 2 the strips were of the same 
width, but 4 millims. longer, 2 millims. at each end 
being covered with varnish, with the object of elimi- 
nating the action of the end surfaces. Successive 
lengths of 2 millims. exactly were cut off after the 
action, and the copper thereon was determined by 
the cyanide of potassium and ammonia method, 
One centimetre of the cyanide solution was equiva- 
lent to ‘00309 grams. of copper. The results were 
as under :— 


Length of 2 millims. Cubic centimetres of KCy used. 
commencing at the end 
facing the + electrode. 
I . 7°2 7°3 5°4 
5°0 4°4 4°2 
3- 4°0 3°6 3°6 
3:1 2°8 
> 2°9 2°4 2°4 
6. 2'I 2°3 2°3 
1°9 1:8 
8. 1 4 13 
0:6 
II. trace 0‘O 00 


— 
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It is apparent from the numbers that there is a 
considerable accumulation of the positive radical 
(and hence it may be concluded of negative elec- 
tricity) at the extremity of the strip in proximity to 
the positive electrode, and that this gradually 
diminishes until, at a distance of 22 millims. from 
the end, it becomes too small for estimation. The 
relatively small number in the first line of experi- 
ment 2 shows the influence of the end surface. 

The subjoined table exhibits the results, showing 
the distribution upon a diamond-shaped strip (1 
decimetre in its longer and I centimetre in its shorter 
diagonal), placed lengthwise under similar con- 
ditions :— | 


Lengths of 2 millims. Cubic centimetres of KCy used. 

counting from positive 

electrode. 

I. 2°6 3°1 

2. 2°0 I°7 

1'8 

4. 

5. 2°I 1°8 

6. 1°9 2°I 

7 I*4 

"7 1°6 

9. 1°3 

1°2 

II. |e) 

12. rote) 


It is worthy of notice that the positive radical is 
detectable ata somewhat greater distance from the 
point of the rhombus than from the end of the 
rectangular strips. 

The area of the first 2 millims. of the rhombus 
equals 0°4 square millims. Calculating the copper on 
the first 2 millims. of the rectangular strip for an equal 
area, the accumulation on these areas is shown to be 
greater on the rhombus in the ratio of 20to 1. This 
illustrates to a considerable extent the power of the 
more pointed conductor in storing up the radical. 


DISTRIBUTION OF THE NEGATIVE RADICAL ON THE 
END OF THE CONDUCTOR FACING THE NEGATIVE 
ELECTRODE. 


For this a cylinder of pure copper, I decimetre 
long and I centimetre in diameter, was placed 
lengthwise in the trough containing a 5 per cent. 
solution of copper sulphate, its position being 
similar to that of the silver strip in the previous 
experiments. The end of the cylinder, which was 
so placed as to be eaten away in the experiment, 
was made up of sections of 3 millims. each screwed 
together. ‘The first cylinder had six, and the other 
two twelve, divisions each. The amount of action 
was found by weighing the sections before and 
after subjecting the cylinder to the action of the 
electrolysing fluid. 

In experiment 4, three cells of Grove were used, 
the time being two hours; in experiment 5, five 
= for one hour; and in 6, ten cells for one 

our. 


[June 1, 1877. 
No. of Section, counting Weight in grams. of copper dissolved. 
from the end opposite his. 
the negative pole. 
+ ‘0923 | ‘0936 | ‘1590 
1a ‘0532 | ‘0428 | ‘0982 
3- ‘0368 ‘0325 ‘0745 
4 0343 | ‘0277 | ‘0568 
5: 0285 ‘0226 ‘0507 
6. 0241 ‘0184 ‘0464 
‘0164 0391 
8. ‘0138 ‘0341 
9. ‘0120 ‘0271 
‘0100 | ‘0280 
II. “008 4 0202 
$4, ‘0062 | ‘0168 


In experiment 4, signs of corrosion were notice- 
able to 48 millims. from the end of the cylinder, 
while the deposit of copper reached 46 millims. 
from the other end. In experiment 6, corrosion 
was noticeable also to 48 millims. from the one end, 
and deposition to 46 millims. from the other end. 
From this it would appear that the electro-negative 
radical spreads over a greater surface than does the 
positive radical, or that the neutral line is not in the 
middle of the cylinder, but somewhat removed 
towards the negative end—that is, where the depo- 
sition of the positive radical takes place. 

The numbers in the columns 1, 14, and 2 may be 
taken as showing approximately the distribution of 
the positive radical or negative electricity on the 
respective silver strips ; and the numbers in 5 and 
6, that of the negative radical or positive electricity 
on the copper cylinders. 


A CYLINDER HOLTZ MACHINE. 
By Pror. EziHu THOMSON. 


THE many advantages possessed by induction 
electric machines over those producing electricity by 
friction have caused the latter to he almost entirely 
discarded as a source of static electricity. Of these 
induction machines the “ Holtz” is perhaps the best 
known, and many modifications have been designed 
to render it self-charging and constant in action. 
When, however, the plate form is adopted, the 
limit to the size of the revolving plates, with the 
ordinary materials and space that can be allotted, is 
soon reached. With glass plates, the speed of 
eee is limited by the fragile nature of the glass 
itself. 

The form of Holtz machine presently to be 
described, it is believed, obviates these and other 
disadvantages, and affords at once a cheap, compact, 
and portable piece of electrical apparatus, capable of 
being run at a very high speed, and greatly increas- 
ing the electrical power of the machine. | 

The materials used in the construction are chiefly 
paraffined wood, and paper or cardboard, also 
paraffined. When wood or paper is thoroughly 
dried or baked, and, while still hot, immersed in 
melted paraffine at above too® C. until soaked, it 
becomes, after cooling, one of the best non-conduc- 
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tors of electricity known. The wood so treated is 
very strong, and will not subsequently warp or 
change its form. It is, so to speak, completely 
waterproofed. 

In the figure, cc is a hollow revolving cylinder of 
paraffined paper or cardboard, the ends being made 
of the same material, or of wood similarly prepared. 
This cylinder is revolved about a fixed axis A by the 
pulley p. The axis A is fixed to the frame of the 
machine at B, and is made of paraffined wood or 
other insulating material. It serves as a support for 
the stationary inner cylinder MM, also of paraffined 
cardboard. The cylinder MM carries on its inner 
surface one or more pairs of what are commonly 
known as sectors or inductors ss', consisting of 
strips of partially conducting material, placed 
opposite the outside rows of collecting points RR!, 
and provided with the usual pointed projections 
turned towards the inner surface of the revolving 
cylinder cc. Parts of the inner cylinder MM adjacent 
to the sectors ss' are cut away in a direction 
from ss! opposite to the direction of rotation of the 
outer cylinder. These open spaces are seen at ww. 
The open spaces or windows ww are not necessary 
if the contour of the inner cylinder be that shown 
by dotted lines # The supports for the various 
parts as above described are all thoroughly paraffined 
to insure complete insulation. The metallic col- 


lecting points or combs RR’ constitute the conductors 
or poles of the machine, + and — respectively, or 
the reverse, the polarity depending on the original 
charge given to the machine. The charging is 
accomplished by holding an electrified body, such 
as a rubbed piece of caoutchouc or vulcanite, 
opposite one of the spaces or windows w at the 
same time that the cylinder cc is in motion in the 
direction shown by the arrow. 

The machine may be made self-charging by pro- 
viding a small accessory cylinder, revolving on an 
axis parallel to that of cc. The accessory cylinder 
is made of hard rubber, shellac, sulphur, or the 
like, and is constantly rubbed by an amalgamated 
cushion, as in the common frictional machine. 

A machine constructed as above, with the cylinder 
about 7 inches diameter and 12 inches long, and 
run at a moderate speed, gives enough electricity to 
charge three one-gallon Leyden jars to a tension of 
I inch in less than four seconds, and may be 
employed for every purpose where an abundance 
of static electricity is required. 

With a cylinder of 2 feet diameter and 3 feet in 
length, it is possible to employ at least four rows of 
collecting points, each of which will be 30 inches 
long. A single revolving plate accommodating an 
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equal length of collecting points would require to 


be at least 7 feet in diameter. Itis evident that the 
cylinder may be extended in length without adding 
seriously to its inconvenience. 

The form of machine above described may be 
modified by placing the fixed cylinder and the 
sectors outside the revolving cylinder, the collecting 
points being inside the latter, and the conductors 
carried out at the extremities of the axis, but such 
an arrangement of parts possesses, it is thought, no 
peculiar advantages. 

A machine constructed of revolving discs of 
paraffined paper or cardboard, instead of the 


ordinary plate, has been tried by the writer and was 
found to give excellent results. It would be quite 
possible to mount upon one axis a considerable 


number, say 50 plates or discs of cardboard properly 


prepared, which, with their corresponding sectors 
and collecting points, would furnish a machine of 
this character which, for power, has never been 
equalled or even approached. 


It may perhaps be interesting to remark that, 


since in the machine described there is a direct con- 
version of mechanical energy into electric potential, 


if electricity be supplied to the machine, the 


cylinder, if sufficiently free to move, at once begins 


to turn in a contrary direction to that in which it 


would produce electricity.— The Polytechnic Review. 


Aotes. 


THE Postmaster-General has directed Mr. Graves 
to act as Engineer-in-Chief of the Postal Telegraphs 


_until the retirement of Mr. Culley admits of the 


former gentleman being permanently appointed to 
that office. His lordship has further promoted 
Mr. Winter, now Assistant Engineer-in-Chief, to the 
newly constituted office of Controller of Stores. 


PrRoFEssoR Loomis, of Washington, who has 
closely studied electrical phenomena, claims to have 
communicated with an assistant twelve miles away, 
by means of an aérial current. The current was 
reached by flying kites a certain height at each point, 
the string used being a copper wire. When both 
kites had attained high altitudes, messages were 
sent and received at the distance mentioned by an 
instrument at the ground end of the wire, the only 
electro-motor being the atmospheric current between 
the kites. 
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Ir has been announced that a new Cable Com- 
pany was in course of formation for the laying of a 
cable between the United States and France, by way 
of the Azores. This announcement is, to say the 
least, premature, inasmuch as the Portuguese 
Government has mot granted any authorisation, 
notwithstanding the many and repeated efforts which 
have been made to it towards this object. Even 
should the Government of Portugal grant it, a geo- 
logical survey would not be amiss. Promoters might 
discover certain natural disadvantages that these 
islands offer to a successful cable enterprise, but it 
is so hard to make promoters see anything disadvan- 
tageous in any of theirschemes. They reserve that 
for their shareholders. 


IN a note on “Telegraphic Electro-magnets” 
( Fournal Télégraphique) M. Lacome brings forward 
some experiments to show that with equality of 
resistance it is preferable, with regard to velocity of 
transmission, that the relays be joined up for quan- 
tity instead of for intensity, as is generally the case. 
He finds the explanation of this phenomenon in the 
diminution of the induction current, which is 
weakest when’ the coils are joined up for quantity. 
M. Lacome has no doubt brought forward these 
results in ignorance of the fact that the point had 
been very thoroughly worked out by Mr. W. H. 
Preece, in his paper on “ Shunts,” read before the 
Society of Telegraph Engineers on February 14, 
1877. 


THE gross number of cable messages forwarded 
by all the Australian colonies in 1876 was 2,983, 
while 3,386 were received; the whole number 
transmitted was—owing to interruptions to the 
communication—3,340 less than in 1875. The value 
of the received traffic in 1876 was £36,978; and 
that of the forwarded traffic, £38,418. The Penang 
and Madras cable was interrupted from March 28th 
to November 30th, while the Port Darwin and 


_ Banjoewangie cable was silent from April 24th to 
August 6th. 


THE telegraph line which has been in course of 
construction through the Bholan Pass is now 


finished, and a telegraph station has been opened at 
Quetta. 


For the electric light, M. Th. du Moncel forms 
the points of a compressed mass of carbon and 
magnesia, which is very hard, and burns without 
ash, giving a light which is steadier and 34 per cent. 
more intense than is obtained with points formed 
of gas carbon alone. 


THE introduction of compound telegraph wire 


into general use has been retarded hitherto hy the | 


liability of the copper to separate from the steel 
core, and its largely increased cost over iron wire 
of equivalent conductivity. By the old process the 
steel wire core was covered by a thin strip or 
ribbon of copper, which was drawn spirally upon it 
by machines specially adapted to the purpose. 
Within the. past two or three years it having 
become evident that some different mode of manufac- 
ture must be found, experiments have been actively 
prosecuted at the works of Messrs. Wallace & Sons, 
at Ansonia, Connecticut, U.S., which have been 
successful, and the wire is now prepared exclusively 
by electro-magnetic deposition of copper upon the 
steel wire core. Immense tanks have been con- 
structed in which large quantities of copper can be 
speedily deposited, and a copper coating of any 
desired thickness can be obtained upon the wire, 
By this process the steel and wire are more 
intimately united, and the danger of separation 
removed. 


MR. P. GADBAN, the Ottoman Consul-General, 
writes to the Zimes: “ Telegraphic despatches have 
been received from the Imperial Ottoman Ministry 
of Foreign Affairs and the Ministry of Telegraphs 
and Posts, Constantinople, pointing out that, 
although the telegraph line to India through Russia 
has been interrupted at Soukoum-Kaleh, the 
Turkish line to India is in perfect order. I shall, 
therefore, feel obliged if you will kindly make the 
above fact known through your columns, in the 
interest of that portion of the public which may be 
communicating telegraphically with India.” 


A RECENT number of the Alemorial de Ingenieros, 
of Madrid, a scientific military review, established 
by the Spanish engineers, gives an account of the 
application of the “Mance Heliograph” to the 
establishment of telegraphic communication across 
the Straits of Gibraltar, between Algeciras and 
Ceuta, a distance of 17 miles. About thirty-eight 
telegrams have been sent. The rate of transmission 
being one-half of that obtained by the Morse 
manipulator, as great care is required to adapt the 
mirror to the apparent diurnal motion of the sun. 
“The Heliograph,” adds the Memorial, “together 
with another being constructed for night-signalling 
and cloudy days, will probably constitute a complete 
and superior system of optical telegraphy, which 
might well supersede electric cables across the 
Straits of Gibraltar, which are found so difficult to | 
maintain.” | 


PRIVATE telegraphic correspondence in the in- 
terior of Turkey in Europe is only permitted when 
conducted in the Turkish language. 


| 
— _ _ 
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City Hotes. 


Old Broad Street, May 28, 1877. 


In common with everybody else we have for some time 
been expecting to learn the details of the agreement, 
“on the basis of a joint purse,” which has been con- 
cluded between the Anglo-American and Direct Cable 
Companies. It would be absurd to suppose that the 
“respective proprietaries” to whom the agreement 
must, as a matter of form, be submitted, will offer any 
successful resistance to the proposals which Mr. Pender 
has already taken care will be substantially acquiesced 
‘ in, There may, no doubt, be protests entered; we 
trust there will, and that the dissenters from the ‘‘ joint 
purse ” scheme will avail themselves of the last oppor- 
tunity which may be afforded them of denouncing the 
amalgamation policy and all who are responsible for its 
adoption. But any such protests will, of course, be 
made in vain, Mr. Pender is too wary to attempt to 
obtain the assent of the Direct Company to an obviously 
unfair agreement. To a gentleman who can make 
crooked places straight and rough places plain it is 
only a child’s task to draw up the terms of an agree- 
ment which, by itsvery plausibility, will secure approba- 
tion. We notice the Zelegraph understands the terms 
will “give ample satisfaction to the respective pro- 
prietaries.” But how long will the ‘‘ample satisfaction” 
last ? 

We have heard nothing more of the proposed 
testimonial to the founder of the Globe Trust. Does it 
hang fire? There surely cannot be any difficulty about 
subscriptions. It would be worth somebody’s while to 
send a cheque anonymously for a thousand pounds—a 
public testimonial raises a man’s character so in the 
eyes of the public. Or perhaps the testimonial will be 
given after the knot which fastens the two cable com- 
panies together has been firmly tied. 

Nothing autloritative can be said respecting the 
scheme understood to be on foot for the establishment 
of a Franco-American cable. There are, undoubtedly, 
difficulties in the way, and they may be found insur- 
mountable. Nevertheless, the day of Mr. Pender’s 
dismay is only postponed. Did we say Mr. Pender’s 
dismay? We mean that of the shareholders who were 
not proof against the blandishments of the gentleman 
whose services to telegraphy have, thus far, been so 
grossly under-estimated. 

We hope that certain persons who seize any and 
every opportunity of letting the world know that busi- 
ness is prospering with the West India and Panama 
Company will now direct their attention to some 
investment that stands in need of recommendation. 
There is never any purpose answered by puffing sound 
investments, and the statement made by Mr. Earle at 
the extraordinary general meeting the other day renders 
puffing, in the case of the West India and Panama, 
more than superfluous, The figures really speak for 
themselves, 

We should be glad of a little further information 
from the directors of the West Coast of America Tele- 
graph Company. It is encouraging to learn that they 
have “contracted for the building of a steamship suitable 
for the repair of the cables, and for carrying water from 
one port to another on the West Coast.” But why do 
they not state the terms of the contract? In the 
balance-sheet there are also two items which seem-to 
call for explanation. To whom have the directors lent 
£4,000? And how is it that “ sundry debtors” owe 
more than £4,500, or a third of the balance carried to 
the credit of profit and loss ? We do not insinuate that 
the full amount will not be realised; but it appears un- 
reasonably large. Moreover, it is high time that “the 


depression in business throughout Peru” ceased to be 
urged as an excuse for loss of traffic. There has been 
‘depression in business throughout Peru,” we had almost 
said, ever since we can remember. But we like to see 
reports perfectly straightforward, and we are decidedly 
surprised that, at the half-yearly meeting of share- 
holders, the report and accounts were passed 
“unanimously.” Easy-going shareholders! Fortunate 
directors | 

We do not know that the shareholders of the German 
Union Telegraph and Trust Company have any reason 
to be dissatisfied with the report which has recently 
been submitted to them. ‘The total receipts for the 
year, including £12 brought forward, were £11,613. 
On the whole we do not think the working expenses, 
which amounted to £493, are at all out of proportion. 
It is true the dividend is reduced ; but the reduction is 
solely attributable to the fact that the amount placed in 
reserve for the renewal of plant has been increased—a 
commendable piece of forethought. We believe it is 
perfectly correct that the company’s lines have worked 
well throughout the year, nor has there been any altera- 
tion in the speed of transmission. 

We have received a copy of a paper styled The 
Fortnightly Stock Exchange Review, which, on looking 
over, we find is only a trade circular issued periodically 
by a firm of stock-brokers in Throgmorton Street. We 
deprecate the multiplication of these circulars; they 
are generally published in order to puff stock of some 
kind or other, for which there is not a ready sale. 

A contemporary has, we notice, been seized with the 
spirit of prophecy, and, nearly two months before they 
can be declared, publishes a long list of railway 
dividends. It is true the precaution is taken of calling 
them ‘‘ Dividend Estimates,” but it is manifestly 
ridiculous to indulge in such speculations, and we warn 
our readers not to place the least faith in them. Events 
move rapidly, and something may happen between May 
and the end of June which .may altogether alter the 
“nin Age even of a railway company, and increase or 

essen the dividend accordingly. The guesses of our 

contemporary may be safe enough, for certain results in 
certain cases are obvious to everybody ; but that does 
not alter the fact that they are guesses, and therefore 
worthless. 

It has been suggested that there is a possibility the 
Great Northern and Great Eastern Boards may not, 
after all, come to terms, This suggestion has been 
followed by the question, ‘“ Would it be wise in the 
Boards to strike in 1877 rigid permanent terms of 
amalgamation?” And it is asked whether something 
else could not be done that would practically unite the 
companies, ‘without blending the properties and 
fixing for ever their relative values—values which must 
be to a considerable extent estimates.” ‘‘ Could not a 
working alliance be formed, to be followed by amalga- 
mation, when time had clearly developed the respective 
values of the two properties?” The printing is the print- 
ing of Herapath, but the writing looks Jike the writing 
of an interested holder in Great Eastern stock. We 
have always believed in the amalgamation of the two 
companies, because we think it might promote the 
interests of both, as well as of the public. But any 
attempt on the part of the Great Eastern to make a 
‘temporary alliance ” should be resisted by the Great 
Northern Company. When the directors of the Great 
Eastern had made good their position they might kick 
over the ladder by means of which they had risen. 

Great Eastern shareholders should not quietly pay 
that little bill of something over £20,000 to the Vic- 
toria Graving Dock Company. We can believe that the 
Great Eastern boats require a good deal of repairing 
but £20,000 is a big sum. It is a coincidence that one 


| 
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Lord Hamilton is vice-chairman of the Great Eastern, 
and another Lord Hamilton chairman of the Victoria 
Graving Dock Company. It has been said ‘‘ commis- 
sions” absorbed a large amount. Full particulars 
ought to be forthcoming. 

We are not surprised that Metropolitan District 
stock is in request. The arrangement which the 
District Company has concluded with the South- 
Western cannot fail to affect the former favourably, 
It is certain that numbers of persons will find it con- 
venient to travel direct without change of carriage from 
the Mansion House to Richmond, The District Com- 

any has always been well managed, and its progress, 
if on, has been steady. It is probable we shall not 
hear of amalgamation between the two metropolitan 
companies again just at present, 


Proceedings of Societies. 


PHYSICAL SOCIETY—May 12, 1877. 
' Professor G. C. Foster, President, in the chair. 


THE following candidates were elected merbers of the 
Society: Capt. R. Y. Armstrong, R.E., Mr. W. H. M. 
Christie, Lieut. N. Darwin, R.E., Prof. E. Frankland, 
D.C.L., F.R.S., Mr. H. F. Morley, Capt. R. G. Scott, 
R.E., and Mr. Angus Weiss. | 

Mr. S. P. THompson read a paper on the chromatic 
aberration of the eye in relation to the perception of 
distance. He discussed the various means of estimat- 
ing distances by the eye, showing that when data for 
forming a judgment by the associations of visible form 
or visible magnitude fail, the judgment is founded on 
‘‘ aerial perspective,” or else upon the muscular sensa- 
tion of adjustment to focus. As the eye is, however, 
not achromatic, it cannot be in focus at the same time 
for red rays and blue rays proceeding from one object, 
but may be in focus if the blue rays come from a more 
remote object. This gives a definite basis to the axiom 
of painters that blue is a retiring and red an advancing 
colour. Experiments were described demonstrating 
the truth of this fact, and illustration was afforded 
of the chromatic aberration of the eye by casting beams 
of light through a solution of permanganate of potash 
upon a silvered ball, the illuminated point appearing 
red with a blue surrounding halo to an eye adjusted to 
short focus, but blue with a red halo to long focus. 

Prof. GUTHRIE referred to the theory by which the 
apparent size of an object depends on the amount of 
nervous excitement which it occasions, whether this be 
due to the extent of the illuminated area or the intensity 
of its illumination, and he pointed out that an object 
always appears larger when looked_at with two eyes 
than with one. 

Mr. RoBERTS drew attention to the importance of 
the position of shadows in judging the shape of the 
obects which project them, and stated that the 
system ordinarily adopted in mechanical drawing of 
assuming the light to fall from the left-hand top corner 
gives an appearance of solidity, whereas, if this be 
reversed, and the light falls from the right-hand bottom 
‘corner, the object appears hollow. 

The PRESIDENT referred to the well-known fact that 
if two stereoscopic pictures are taken representing the 
same’ object in complementary colours, most people 
have,a great difficulty in combining them so as to see 
a single picture o&a neutral tint, 

Mr. S. P. THompson then described a curious 
observation of change of pitch occurring when a tuning- 


fork is caused to rotate rapidly round its axis; the 
normal interferences at each quarter rotation ceasing 
to be separately heard when recurring more than about 
thirty times a second. He has attempted various ways 
of estimating the amount of this change of pitch, 
including a method founded on the binaural estimation 
of interference beats. 


Correspondence, 


Paris, May 12, 1877. 
69, Avenue Wagram. 
To the Editor of THE TELEGRAPHIC JOURNAL. 


S1r,—An article in your journal has been communi- 
cated to me in which you give the description of a 
thermo-electric pile invented by Messrs, Wray, and 
assert its superiority over the better-known pile of M. 
Clamond, I dare to hope that in justice and impartiality 
you will insert my present reply, which has for its 
object to refute a most unjustifiable allegation, 

You will perhaps the more readily accede to my re- 
quest, inasmuch as my reply is written in a manner to 
interest your readers in certain details of thermo- 
electricity. | 

Any one acquainted with my thermo-electric pile 
will acknowledge at the first glance at your illustration 
that the general disposition and system of heatinz 
employed by Messrs. Wray are borrowed from my 
apparatus. Hence I propose to examine if the so- 
called improvements of Messrs. Wray are real, or, in 
other words, if they have improved my apparatus or 
have only made a bad copy of it, 

I will follow the same order as the article to which I 
reply, and commence to examine the bar itself, of 
which you give the description, 

Generally speaking, the making of the two poles of 
laminz cast into the bar is to return to the primitive 
process employed by the first makers of thermo-electric 
bars, and of which process | have by experience ascer- 
tained the inefficiency, and as for giving the appendix 
the form of a dovetail that certainly does not constitute 
an originality, for one could shape the laminæ in an 
infinite variety of ways with the same object. 

According to one paragraph “ the elongation of the 
tongue which forms so distinct a feature in the casting | 
of the bar. The effect of it is to raise very materially 
the breaking strain, and so get rid of the liability to 
fracture, to lower the internal resistance, and, strange 
to say, to increase the electro-motive force.” 

I must here give some details bearing on this subject. 

The resistance of the alloy, antimony and zinc 
(antimony 806, zinc 406), is about 4,500 microhms at 
the ordinary temperature of the air, between the two 
opposite faces of a cubic centimetre. This is doubled 
and becomes 8,000 microhms when the alloy in the form 
of a bar is heated in a thermo-pile, The resistance of 
a thermo-electric bar of this x is calculated there- 
000 x s 


fore by the formula r = 9» , $ being the sec, 


tional area in centimetres, and 7 the distance in centi- 
metres between the positive and negative poles, 

he intensity of the current produced is given by the 


9,000 x 7: 


formula 1 = 


The energy of the current 


being proportional to = , it appears to be advan- 


tageous to shorten the bar and increase its section, but 
this can only be done within certain limits, because the 
difference of temperature, and consequently the electror 
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motive force, diminishes with the diminution in the 
distance apart of the polar laminæ. 

Let À 8 be a bar of the 3 antimony alloy of which 
the extremity A is heated to 460° C., while the other 
extremity B is maintained at 0° C. Let us suppose 
that metallic condensers in iron or copper Aj, Aj; Ag: 


Ay, A4) Ag, be soldered to the bar a B, at such points | 


that the figures written above them represent the re- 
spective temperatures at those points in degrees C. 
The figures written below will indicate in microvolts 
the electro-motive forces of each of the condensers 4,, 
Ao, Ag, Ag, Ag, With the conductor A,, at the most 
heated end. 

An inspection of the above figure will show that the 
determination of the length of a bar depends upon its 
section, and that it is necessary to find that dimension 
which, while giving a high electro-motive force, does 
not too much reduce the volume of effective current by 
increasing the resistance. Thus, in one model of my 


bars I have made the ratio = — 1], and preserved an 


electromotive’ force of 50,000 microvolts—one ex- 
tremity being below 100° Cent., and the other heated 
below 400°, 

By uniting all the conductors A,, Az, As, Ag: A5 by 
a conductor c D, the electro-motive force developed 


460 409  %o 


A 


mecreovelts 


between a, and D will be the same as between a, and 
A, and all that portion of the bar comprised between 
A, and A, will become useless. If now we place in the 
centre of the bar a B an “elongated tongue,” reaching 
from B to A, it will produce the same effect as the con- 
ductorc p. The electro-motive force will correspond 
with that developed between the two points A, and A,, 
and all that portion of the metal of the bar surrounding 
the tongue will become useless. 

There will be at the same time a decrease in the 
electro-motive force. 

What is most curious in this matter is that the 
Messrs. Wray have themselves provided the data for 
the refutation of theirown statements. At the soirée of 
the Royal Society of the 29th April they exhibited a 
pile of 150 bars, having an electro-motive force of 5 
volts; 30 of their bars are therefore necessary to pro- 
duce a tension equal to 1 volt. The electro-motive force 
of their bars is therefore 33,333 microvolts. If this 
result be compared with the figures of the drawing 
above and with my remarks on the subject, it will be 
seen that it is one-third weaker than the force which I 
mention as easily realised in practice—viz. 50,000 
microvolts. This demonstrates conclusively that the 
statement that the ‘elongated tongue, strange to say, 
increased the electro-motive force ” is incorrect. 

But here is that which is the most curious (I quote 
Messrs. Wray themselves),—‘ No. 5 is a pile of 60 pairs, 
built entirely of broken bars, to demonstrate the great 
value of the elongated tongue of positives in maintain- 


ing a perfect continuity of the electric current, should: 


One or more of the bars become broken from any cause, 
This pile still gives a good current, although every bar 
is cracked, and many of them have large pieces chipped 
out of them.” 

No better or more -satisfactory proof could be 


devised, to show that the metal which surrounds the 
“elongated tongue” is useless, than this which shows 
that the current is produced and flows when the alloy is 
absent ; and if the metal which envelops the “elongated 
tongue” is useless, the elongated tongue, instead of 
being a prolongation of the positive pole inside the bar, 
is only a prolongation outside the effective portion of 
the bar, and Messrs. Wray’s improvement is like carry- 
ing vid Glasgow a line intended for direct communica- 
tion between London and Liverpool. 

I will now review the general arrangement of the pile 
of these gentlemen. 

1. “ The earthenware heating chamber.”—I will only 
say that Messrs. Wray, when they lodged their provi- 


_ sional specification on the 6th of May, 1876, should 


have abstained from making any claim on this subject, 
because they must have known that I have constructed 
piles furnished with a heating chamber either in iron or 
earthenware since June, 1875, which have been supplied 
to the public and various manufacturers, and if there 
should be the least doubt on this subject I can furnish 
the most conclusive evidence of the fact from most 
trustworthy sources. 

2. “The insulating annular discs supported on pro- 
jecting blocks.”—No great effort of imagination was 
necessary in this case on this subject, for discs provided 
with projecting blocks are included in the first patent 
taken out by myself and partner, Mr. Muir, eight years 
ago. If I have not employed them it is because I have 
ascertained that the projecting blocks occupy uselessly 
space which can be more advantageously filled by bars. 
The weight of the superincumbent bars does not offer 
the slightest inconvenience. 

3. “The heating system.”—The heating system is 
simply a reproduction, I may say an infringement, of 
my own. It is for this reason, perhaps, that these 
gentlemen call it ‘‘an ordinary Bunsen burner.” 

It now remains to examine two other pretended 
improvements, 

The wire gauze placed in the interior of the terra 
cotta pipe, in order to prevent the striking down of the 
flame.—The employment of wire gauze is well known, 
but everybody knows that it only acts by cooling the 
flame passing through it, and that it loses this property 
when red hot ; when the burner in which it is concentric- 
ally placed becomes red hot it will become red-hot 
also, and would not in that state prevent the “ striking 
down” of the flame if, the pile being alight, the elastic 
tube conveying the gas were accidentally presséd or 
trodden upon. Moreover, the mixture of air and gas 
passing through a wire gauze red hot would st om 
destroy it. The fact is, to employ wire gauze it should 
be placed somewhere in the flow of the gas which is 
not heated; but there is nothing to invent, it is only 
necessary to choose and adopt from the arrangements 
which already exist. 

Lastly, as to the regulator for the admission of air. 
In a thermo-electric pile intended for serious work, the 
volume of gas burnt, and the volume of air necessary 
for the combustion of this gas should be invariable, 
and consequently the orifice for the admission of air 
should also be invariable, and not depend in any 
measure upon a workman. 

Permit me to reproduce the conclusion of your 
article, and my own conclusions thereon.—" We forbear 
entering into comparison of this with other forms of 
thermo-piles previously in existence, for any attempt at 
a comparison would speedily resolve itself into an 
enumeration. of the advantages which Messrs, Wray’s 
form undoubtedly possesses over every other.” 

I beg to reply that— | 

1. The form of the pile of Messrs, Wray is nothing 
but my own. | 


| 
| 
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2. The disposition of the bar is against all the known 
and admitted laws, and only proves their inexperience. 

3. The other pretended improvements do not even 
belong to them, and are but compilations from that 
which already existed, and the method of heating is an 
infringement of my patents. 

Agreez, Monsieur, 
(Signed) C, CLAMOND. 


[We do not hold ourselves responsible for any 
opinions expressed by our correspondents.—Ep. TELE- 
GRAPHIC JOURNAL. | 


Electrical Science in Foreign Journals. 


Comptes Renpus or PARIS ACADEMY. 
No. 8: 19TH FEBRUARY. 


On the Manufacture of Carlon Conductors for the Electric 
Light. By M. Carre. A resume of researches published 
some time since. 


Action of Electrolytic Orygen on Glycol. By M. RENARD. 


On the Discharge of the Torpedo, Studied by Means of 
Lippmann’s Electrometer. By M. Margy. 


Tue dorsal face corresponds to the positive pole of the 
electric apparatus (as Matteucci said). The currents 
induced by the torpedo in an induction coil are inverse. If 
the discharge of a very much weakened torpedo be sent 
into the electrometer, the mercury column goes in the posi- 
tive direction with a jerky motion, progtessing always more 
than it retires, till a point is reached, at which the end of 
the column vibrates without advancing. There is, then, a 
partial addition of successive flows of electricity, each of 
which has not entirely ceased when the next comes. This 
is in striking analogy with the phenomena in contraction 
of muscle, | 


No. 11: 12TH MARCH. 


On the Electrotonic State in the case of Unipolar Excitation 
of Nerves. By MM. Morat and ToussaINT. 


Apvoptine Du Bois Reymond’s conclusion that the varia- 
tion is positive when the electrotonising current is in the 
same direction as the current proper, and negative, when it 
isin the inverse direction, the authors interpret the pheno- 
mena thus: From the point where the electrode is applied 
to the nerve, the battery current is diffused in all directions ; 
of these there are two in which it follows the course of the 
nerve itself, becoming very quickly weaker from the 
‘point of application. When the positive pole is on the 
nerve the current is divergent ; from the middle of the nerve 
it goes towards the two extremities; it is, then, in the two 
ends, of contrary direction to the proper current, which it 
weakens; whence the negative phase of the electrctonic 
state. If the negative pole is on the nerve, the battery 
current converges towards the middle; it is of the same 
direction as the proper current, which it augments (posi- 
tive phase of electrotonic state). 


PoGGENDORFFr’S ANNALEN DER PHYSIK UND CHEMIE, 
No. 11: 1876. 


Investigation of the Heat Phenomena in the Galvanic Battery, 
and of Electro-motive Forces. By M. Epuunp. 


Ir has been inferred from experiment that the quantity of 
heat arising from passage of a current through a circuit 
(including battery) is equivalent to that produced in the 
battery itself through chemical processes in the same time ; 
supposing the current to do no external work (of induction, 
chemical decomposition, &c.), and that the processes 
referred to are primary, and directly connected with the pro- 


disputes, and M. Holtz sides with him. 


duction of current. Call these galvanic heat and chemical 
heat respectively. If they are equal, it may be said that 
the whole action of the current merely consists in carrying 
about the chemical heat to all parts of the circuit, and 
depositing at each part so much heat as corresponds to 
the resistance there (though such a process is difficult to 
conceive). If, on measurement, the chemical heat is found 
in excess of the other, this is inferred to be due to secondary 
chemical processes in the battery that have no connec- 
tion with production of current. If a voltameter be inserted 
in the circuit, it is said that not all the primary chemical 
heat arising in the battery passes into galyanic heat, but a 
portion is used in doing the mechanical work required for 
producing polarisation and decomposition; the chemical 
heat for this end being brought by the current into the 
voltameter. ‘The heat production in this must be equal to 
that in passage of the current through a metallic conductor 
with resistance equal to that of the liquid. If the heat in 
the voltameter be found, on measurement, greater than the 
galvanic, this is thought due to secondary chemical pro- 
cesses there, unconnected with the current. M. Edlund gives 
a different representation, which is this: When the current 
does no external work its entire action consists in calling 
forth heat in the conductor through which it passes. After 
it has ceased, one finds no other products of the battery 
action than the chemical changes in the battery, and the 
heat which has arisen, partly in the battery, partly in the 
external circuit. But evidently this heat must be just as 
great as that which would have arisen from the same 
chemical changes had there been no current; otherwise 
we should have either chemical work or heat from nothing. 
Thus the current has generated no heat at all. In order, 
however, to overcome galvanic resistance, it does a certain 
mechanical work, and this passes into heat, ‘Thus the 
current occasions in the circuit an actual production of 
heat. But because the whole heat production of the current 
is nil, this can only occur through a consumption of heat 
occurring at some part of the circuit; which part can be 
no other than that where the electromotive force has its 
seat. Thus we come to the result that the electro-motive 
force, to produce the current, consumes a quantity of heat 
which is equivalent to the galvanic heat quantity produced 
by the current in the circuit in overcoming galvanic resist- 
ance. These two views lead to different results. According 
to the one the primary chemical heat quantity is equal to 
the galvanic heat quantity, so that the former affords a 
measure of the electro-motive force; according to the other 
the two heat quantities may be different, so that this mea- 
sure is not afforded, &c. M. Edlund examines the experi- 
ments made by Favre and others in studying the heat 
phenomena of the battery and current, so as to compare the 
two views. | 


Electromagnetic Properties of Unclosed Electrical Currents. 
By M. ScuiLrer. 


THE conclusion come to (in the following number) is that 
no unclosed currents really exist, and that dielectric polari- 
sation possesses electro-magnetic properties. 


On M, Schlosser’s Reply and the Pretended Superiority of 
Ebonite for the Discs of Infuence-Machines. By M. 
Hotz. 


M. Borcuarpt and M. Rleekrode agree that ebonite discs 
are somewhat more easily excited, and retain the electric 
state longer than glass ones. M. Bleekrode thinks, how- 
ever, that the ebonite mass is in general as active as glass, 
that it can be heated without injury, and that the gradual 
decrease of its action is inconsiderable. This M. Borchardt 
M. Holtz adds 
as another reason for not giving up glass, the opaqueness 
of the ebonite, which makes the relations of the working 
parts less easily inspected and explanation in schools more 
troublesome. He further states that Poggendorff, Griiel, 
Ruhmkuiff, Riess, and Kundt had discarded ebonite. 
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The Hondon und General Compa, 
LIMITED, 
PATENT CISTERN FILTERS CHARGED SOLELY WITH ANIMAL CHARCOAL, em 
Requiring, when once fixed, no attention whatever, 


And Superior to all others, Vide Professor Frankland’s Reports to the Registrar-General, 
july, 1866 ; November, 1867; and May, 1870; the Lancet, January 12, 1867, and Testimonials 
rom Dr. Hassall, September 23, 1863 ; Dr, Letheby, February 15, 1865, an ‘December, 1872. 
Price £1 10s. and upwards, Portable Filters on this System £1 5s. to £3. 


Patronised and used aa her Majesty the Queen, at Osborne; by H.R H. the Prince of Wales, 

at Sandringham ; by -H. the Duke of Cambridge, the elite of the Medical Profession, and 

at the London, St. George’s, Fever, and Gerinan Hospitals, and various Lunatic Asylums, 
Institutions, Breweries, &c. 


Pocket Filters 4s, 8d. & 6s. each. Household & Fancy Filters from 12s. 6d. 


WATER-TESTING APPARATUS, FOR DETECTING THE IMPURITIES IN WATER, ros. 6d. and 215. each. ‘‘ Danchell' s 
Testing Apparatus for Discovering the Presence of Impurities in Water, is a most convenient and portable one.”—-Vide Dyke on the 
Preliminary Duties = Health Officers. 

This is a very handy case for the Study Table or the Carpet + * It contains the Chief Chemical Tests for ualitative Water 
analysis, and will be found of use by medical and other men who may have occasion to ascertain in a ready manner whether any of the 
/ more actual impurities are present or not in the water.”— Vide the Medical Record, January 29, 1873. 


157, STRAND, W.C. (four doors from Somerset House), LONDON. 


Read—‘*‘ Water : its Impurities and Purifications,” price, per post, 2d. 


RAILWAY GUIDE 


Cities, without a Second Reference. 
BENNETT & CO. 61, FLEET STREET, E.C.' 


THE TELEGRAPHIC JOURNAL AND ELECTRICAL REVIEW, 


Handsomely bound in cloth, gilt, Vols. I, II., III., and IV., now ready. Price 10s. 6d.each. Nearly all the back numbers may be had 
through any Booksel er, or of the Publishers. Subscribers’ numbers bound in black cloth, gilt, 2s. 6d. Binding Cases, 2s. 


HAUGHTON & Co., 10, PATERNOSTER ROW, E.C. 


: 


84 


AND "ELECTRIC TELEGRAPH WORKS, 
1, JAMES STREET, OLD STREET, CITY ROAD. 

Z.’s Magneto-Electric Bell-Pull, dis- 
pensing with the use of Battery. 

Z.s Magneto and Electric Alpha- 
betical Dial Instrument. 

28 Patent Morse Instrument to 
work without Battery. 

BENNETT'S BATTERY, with latest improve- 
ments, specially recommended on account of its 
simplicity, cheapness, and durability. 

All kinds of Electric Bells, Buttons, Indicating 

Tabiets, with the latest Improvements. 

The above Instruments of the best make, 20 per  ISIENTISRN 

cent, less than any other House. Wh | 


MANAGER, CONSULTING ELECTRICIAN, Zh | 
E. D. BRIDGER. G. ZANNI. 


City Offices: 18, Bull and Mouth Street, St. Martin’s-le- 
Grand, E.C. 
Liberal Discount to the Trade. 


M. SADUER, 


INVENTOR OF THE 


UPRIGHT MAGNETIC MACHINE, 


So universally used by the Medical Profession, 
MANUFACTURER OF . 
” Electrical, Galvanic, Magnetic, Chemical, Photographic, à 
and Pneumatic Apparatus. 
Electric Bells and Indicators of every description. 
For Hotels, Warehouses, Manufactories, Mines, and Domestic and General Use. 


19, ASTON. ‘STREET, BIRMINGHAM, 
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ELECTERIC BELLS 


On an Improved System. 


BELL BATTERY WIRE AND COMMUNICATOR. 


Complete Apparatus sent carriage ry to any railway station in England 
for £ 1 2s. 


Youth’s Magic Lantern and 12 Slides, 7s. 6d. 
Youth’s Microscope and 12 Objects, 9s. 6d. 
Youth’s Case of Drawing Instruments, 9s. ar 
Youth’s Telescope, long range, 5s. 6d. 
Youth’s Binocular Glass, 9s. 6d. 


All carriage free as above for One Shilling extra. 


STATE ARTICLES 


8, BRIDGE STREET, WESTMINSTER, LONDON. 
FACING HOUSES OF PARLIAMENT. 


PRICE LISTS FREE, 


Fcap. 8vo, cloth, 1s. 6d. 


ELECTRO-TELEGRAPHY. By FREDERICK S. BEECHEY, Terecrarn Encinerr. 
A Book for Beginners. 


Royal 32mo, roan, 6s. 


A POCKET-BOOK OF USEFUL FORMULA AND MEMORANDA FOR CIVIL 


and Mechanical Engineers. By Guildford L. Molesworth, M. Inst. C.E., Consulting Engineer to the Government of India for 
State Railways. Eighteenth edition, revised, with considerable additions, by ‘the author; together with a valuable contribution on 
Telegraphs, by R. S. Brough. 


London: E. & F. N. SPON, 48, Charing Cross. New York: 446, Broome Street. 


IMPORTANT NOTICE!! 


Ey. 


For MARCH 8th, contained a Portrait engraved on steel, by C. H. JEENS, of 


HERMANN HELMHOLTZ, 


THE EMINENT GERMAN PHYSICIST, 
With a Notice of. his Life and Work by Prof. CLERK MAXWELL, F.R.S. 


DOUBLE NUMBER, Price EIGHTPENCE, By Post EIGHTPENCE HALFPENNY, 


OFFICE—29, BEDFORD STREET, STRAND, W.C. 


HOTELS, CLUBS, and PRIVATE HOUSES in TOWN and COUNTRY FITTED with 
ELECTRIC BELLS, SPEAKING TUBES, THIEF DETECTORS, &c. 
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| and other Electrical Goods. 
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‘PHOTOGRAPHY 


“à (RAPID DRY PROCESS). 
ay PREVIOUS. KNOWLEDGE NOT NECESSARY. 
Ade required. in the Field: 

TOURIST’S 


: POCKET CAMERA AND SEIDES, 


FOR PLATES, 5 by 4, 
Lens, Patent Folding Stand, Chemical 
Laboratory, and every. requisite. 
PRICE COMPLETE, £9 9s, 


eee Full particulars and Instructions free by Post, or Practical Tesséns free on 
> the Premises. Sensitive Plates, 55, 6d. per dozen. 


- 


7 The above set of Apparatus is recommended to the particular attention 
4 of Engineers, Kxplorers, and Tourists, who would finda Knowledge of prac- 
# ‘tical hotography easy to acquire, and Of great practical utility. 

4 WRAPIEN WATINWRIGHT, 

& MANUFACTURERS; 


38, GREAT QUEEN STREET, LONDON, WC. 
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ELECTRIC 
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privacy 
Accountants, Ship Brokers, and Secretaries of Public Companies... 
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RUPTURES,--By, Royal 
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Letters Patent. 


WHITE'S MOC-MAIN LEVER TRUSS 
Is allowed by upwards of five hundred 


Medical Men. to the most effective invention in the 
curative treatment of HERNIA. 
spring, 


bandage being worn round the body; while the 
requisite resisti 


wer is supplied by the MOC- 
MAIN PAD an PATENT LEVER; tting with so 
much ease and closeness that, it canmet detectéd, 
and may. be worn during sleep. À descriptive Cir- 
cular may be had, and the Truss (which cannot fail to 
fit) forwarded by t, on the circumference of the 
body, two inches below the hips, being seni to the 


Manufactiver, 
MR. JOHN WEÉITE, 
228, PICCADILLY, W; 


use of a steel 


r6s., 21%, 268. 6d., 6d.,, posts 

Double ‘Truss, 31s. 6d., 423.4 and 52s. 6d., postage free, ‘An 

Uenrbilical Truss, 425. and 625. 6d,, postage free. 
Pésteoffice Orders to be mada payable to 


NEW PATENT 


| ELASTIC STOCKINGS, KNEE-CAPS, &C. 


the Legs, Sprams, 


À Forr the Symmetry of the Chest. 


For Varicose Veitts, and all cases of Weakness and Swelling of 
| Rc. They are porous, light in texture, and. 
inexpensive, and are drawn on liké an ordinary stocking. Price 
from asr6d., 75. 6d., 105., to 26s. each, postage free. 


CHEST EXPANDING BRACES, FOR 
BOTH SEXES. 


For Gentlemen they act as a substitute for the ordinary braces. 
for Children they are invaluable, 
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Adults, 15/6 and o2/- each. 
JOHN WHITE, Manufacturer, 


28, Piccadilly, London. 


Wholesale Chemical, Electrical, and. Repot, 
131, Walworth Road, London, S.E. 


K. AKHURST & Co. 
‘4 Supply every description of 


Batteries complete. 


“Porous Cells, Carbons, Zines, and Fittings at trade 


prices. Galvanic; Photographic, and Chemical Ap- 
paratus, Electric Bells, &c,; &c., on very advantageous 


terms. Those having second-hand apparatus for 
disposal should. communicate with Messrs. Akhurst 
& Co., who will: undertake the sale of such apparatus 
on Commission; and will also advise in the Purchase, 
Sale, Exchange, or Hire of the same. 

Chemicals for Eléctrical and Photographic pur- 


‘cheaper than any other house in the trade, 


or complete list of which inclose one Stamp. 


Balphutic, 14. Ib. by Garboy (sp. gr. r'B50), ad. Tb. 
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À large reduction and special 
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THE BIRKBECK BUILDING SOCIETY'S ANNUAL 


RECEIPTS EXCEED FOUR MILLIONS, 


HOW T0 PURCHASE À HOUSE FOR TWO 
GUINEAS PER MONTH, 


With Immediate Bdssession and no Rent to pay.—Apply at the 
Office of the Binkpeck Bur.pinG Socrery, 29 & 30, Southampton 
Buildings, Chancery Lane. 


HOW T0 PURCHASE A PLOT OF AND FOR 
FIVE SHILLINGS PER MONTH, 


tar - 
—Apply at the Office of the BirkSack FREEHOI.D 
SocteTy, #0 and 36, Southampton Buildings, Chancery Lane. 


HOW TO INVEST YOUR MONEY WITE 
SAFETY, 


Apply at the Office of the 29 & 30, Southampton 
Buildings, Chancery Lane)’ All sums under £50 repayable upon 
demand. 

Current Acdounts opened with Persons properly introduced, and 
Interest: allowed off the minimum monthly balances. English and 
Foreign Stocksiand Shares purchased and sold, and Advances made 
thereon. 

Office hours from 10 to 
¢leses at 2 o'clock. On M 
im the Evening. - 
A Pambhilet, with full particulars, may br had on application, 


FRANCIS RAVENSCROFT, Manager. 


‘ except. on Saturdays, when the Bank 
ondays the Bank is open until 9 o'clock 
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